
Industrial Grade 304 Stainless Steel Anti-
corrosion Magnetic Level Transmitter
Specifications :

Price Contact Us

Payment Terms T/T, L/C, Western Union, etc.

Delivery Detail 10-25 working days.

Detail Introduction :
Description:
Hanyi magnetic liquid level transmitter consists of a stainless steel probe and a signal conditioning
circuit. Inside the probe rod is a series of precision resistors, and there is a magnetic drive switch
every 10mm long. 
You can also choose to set a magnetic drive switch with a length of 5mm. The circuit board contains
resistors and switches, the length of which is consistent with the range, and is compressed and
placed in the probe rod of the liquid level transmitter. 
The probe rod of the transmitter is fixed on the outside of the main pipe of the magnetic flap level
gauge or the magnetic control float level gauge in a bundled form, so that it is in the same magnetic
coupling system. 
When the magnetic float moves up and down with the liquid level, the magnetic drive switch
corresponding to the liquid level position in the probe is actuated by the magnetic field in the float,
and the resistance value of the resistance chain changes. 
The signal conditioning module converts the changed resistance signal into a two-wire system.
4?20mADC standard signal output. This signal can be conveniently used with the microcomputer
industrial intelligent control instrument, or connected to other secondary instruments, so as to achieve
the purpose of display, control, adjustment and alarm. The magnetic induction liquid level transmitter
is widely used in industrial process control, petroleum, chemical, metallurgical and other industries,
especially for liquid level measurement and signal output in high temperature and high- pressure
environments.
Specifications:
? Standard 4?20mADC current signal output 
? Use with magnetic control float level gauge or magnetic flap level gauge 
? Different from pressure transmitter, especially suitable for high temperature and high pressure
occasions 
? Adjustable zero point and full scale 
? The liquid level transmitter is completely isolated from the medium, with strong anti-interference
and good long-term stability 
? Various appearances and structures, special requirements can be customized, suitable for various
occasions
Measuring medium: various liquids compatible with 304 and 316L stainless steel 
Measuring range: 0?0.5…10m Accuracy: ±10mm (±5mm optional) 
Environment temperature: -30?70? 
Storage temperature: -40?100? 
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Power supply: 24V (10?30V) 
Output signal: 4?20mADC 
Output mode: two-wire Insulation resistance: 100M?, 500VDC 
Load resistance: ??U-10?/0.20? 
Shell protection: IP65 
Electrical connection: ?6.0mm dedicated shielded cable 1.5m 
Long-distance transmission distance: maximum 3Km, the maximum capacitance and inductance of
the cable shall not exceed 0.13?F, 4.12mH 
Installation method: Vertical installation, fixed on the outside of the main pipe of the matched
magnetic float level gauge with a stainless steel hoop
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