
Protection Type High Accuracy Protective
Pressure Transmitter IP65 Waterproof Widely
Used
Specifications :

Price Contact Us

Min.Order Quantity 1 set

Payment Terms T/T, L/C, Western Union, etc.

Delivery Detail 10-25 working days.

Detail Introduction :
Specification 
Application: 
Pressure measurement in machinery, metallurgy, petrochemical, electric power and other industrial
processes. It is a high-quality Pressure Transmitters & Sensors.
Description: 
Hanyi protective pressure transmitter adopts a high stability and high reliability diffused silicon
piezoresistive pressure sensor as the signal measurement element, and has undergone automatic
testing and laser resistance adjustment technology for wide temperature range performance
compensation. The product has been strictly screened through long-term aging and stability
assessment, and its performance is stable and reliable. The product is a two-wire 4-20mADC signal
output, which can be equipped with on-site digital display, and is used in applications where the
working environment is harsh and the pressure to be measured is required to be displayed on-site.  
Features: 
? The electronic shell is made of aluminum alloy, and the protection level of the shell is IP65  
? 4-digit LED on-site display, output 4?20mADC signal at the same time  
? Reverse polarity protection and instantaneous overcurrent and overvoltage protection measures  
? Adjustable zero point and full scale  
? Strong anti-interference, good long-term stability
Measuring medium: Various liquids, gases or vapors compatible with 304, 316L stainless steel 
Measuring range: -100kPa…0?1kPa…100MPa (only non-corrosive or weakly corrosive dry gas can
be measured when the range is less than 10kPa)  
Overload: 1.5 times full scale pressure  
Pressure type: Gauge pressure or absolute pressure or sealed gauge pressure  
Precision: ±0.25%FS (typical); ±0.5%FS (maximum)  
Long-term stability: ±0.1%FS/year (typical); ±0.2%FS/year (maximum)  
Zero temperature coefficient: ±0.03%FS/? (reference 25?)  
Full temperature coefficient: ±0.03%FS/? (reference 25?)  
Operating temperature: -30?85?  
Storage temperature: -40?120?  
Power supply: 24VDC (12?30V)  
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Output signal: 4?20mADC or other customization  
Output method: Second line, third line Load Resistance: ?(U-12)/0.20?  
Insulation resistance: 100M?, 500VDC  
Shell protection: IP65  
Electrical connection: ?6mm dedicated shielded cable 1.5m  
Shell: aluminum alloy 
Pressure interface: stainless steel 1Cr18Ni9Ti 
Diaphragm: stainless steel 316L 
O-ring: Viton
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